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• API SN

• JASO MA2

Suggested for the following uses:

 HTHS,  cP ASTM D 5481

                             cSt @ 100ºC ASTM D 445

 Viscosity Index ASTM D 2270

 TBN,  mgKOH/g ASTM D 2896

 Color ASTM D 1500

 Specific Gravity @ 15 ºC ASTM D 4052

 Flash Point,  ºC ASTM D 92

 Pour Point , ºC ASTM D 97

 Kinematic Viscosity, cSt @ 40ºC ASTM D 445

 SAE Viscosity Grade SAE J 300

BELL 1 GP-PRO SUPREME

Product Description:

Bell 1 GP-Pro Supreme motorcycle oil is a multigrade lubricant designed for four-stroke motorcycle engines. It

contains a balanced blend of select high performance, high viscosity index base stocks and a special proprietary

additive package. Bell 1 GP-Pro Supreme motorcycle oil is engineered to provide unsurpassed wear protection,

engine cleanliness and oxidation resistance, as well as consistent viscosity.

Bell 1 GP-Pro Supreme is a powerful detergent type of motor oil. It can be used in most 4T engines including Yamaha, Honda,

Kawasaki, Suzuki, and Kubota.

Applications / Benefits:

Typical Characteristics:

Test Description Method

10W-30 10W-40 10W-50 15W-40 20W-50

210 220 222 224 242

0.865 0.871 0.865 0.880 0.888

67.9 98.4 125.0 110.8 185.8

-30 -30 -30 -27 -21

158 155 160 138 121

11.2 14.6 18.0 14.8 19.6

<3.0 <3.0 <3.0 <3.0 <3.0

7.2 7.2 7.2 7.2 7.2

3.0 3.6 4.0 3.8 4.2


